KEY BENEFITS

« Designed and built for rapid assembly,
portability and durability

« Zinc electro-galvanised frame to protect
against rust

« Can be erected in an area no larger than its
own footprint, so is ideal for tight spaces

« Rapid erection and dismantling times

» When used with SpeedDock ® covers the
frame is isolated from hazardous waste
materials and can be re-used without the
need for decontamination

« Doesn't need to be treated as ‘hazardous
waste’, reducing disposal costs

Specification
« Standard 6-piece or 12-piece frame

* 25mm square-section galvanised tubular
steel frame

« All frames are 2m high
« Standard single chamber measures 1m square

« Standard triple chamber airlock is 3m long
x 1m wide

« Sprung steel SpeedClips® supplied in packs of
24 — large and small sizes You must have both
sizes to form more than one cube.

DATA SHEET

The SpeedFrame ®system is used with our SpeedDock ©

heavy-duty polythene covers to create airlock chamb
conform to HSE guidelines for the safe removal of a

All frames have a zinc electro-
galvanised finish that helps prevent
rust and keeps them in prime
condition, even after continued use.
They are subsequently supplied
without the layer of grease that some
manufacturers apply to their
conventional uncoated frames in
order to protect them from corrosion.

There are two frame types to choose
from — the standard 6-piece frame
and, for added convenience, the new
12-piece frame.

The original SpeedFrame® consists
of a square base, into which are
pushed four upright corner posts.

A square top section is then slotted
into the top of the posts to complete
the chamber frame.

The new SpeedFrame® has four
corner posts and — rather than a
preformed square base and top —
eight separate cross sections.
These simply slot into the corner
posts using a spring clip mechanism
to complete the chamber frame
‘cube’. The new frame is supplied
with its own compact carry bag,
making it easier to store and
transport.

Both the original and the new single
SpeedFrame® is available in 100cm?,
74cm? and 60cm? base sizes.

Also available as standard are
double and triple configurations. All
measure 2m in height and can be
combined to create a purpose-built
system suitable for virtually every
project. In addition, they can also be
custom-made to suit individual
specifications.

ers that
shestos.

Sprung steel SpeedClips® are needed
to attach the SpeedDock® airlock
covers to both frame styles.

The SpeedFrame® system can be
put up quickly and dismantled even
faster.

The frame sits outside the polythene
SpeedDock® airlock, preventing it
from coming into contact with
hazardous waste materials and
allowing it to be used again without
the need for decontamination.

Completed frame

NEW! compact frame

Corner joint

The HSE regulations require the use, wherever possi  ble,
of 100cm 2 by 2m high airlocks.

12-piece SpeedFrame®
for added convenience
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